Filter Regulator (SAW)

SAW100~600 Series

« SAW series are compact type assemblies of a filter and regulator.

|

LI

L
SAW100 SAW200 SAW300 SAW400 SAW600
How to order Symbol
- - SAW
SAW 4 00- 04 BDG -MeP A
. P |
@ Filter regulator 1
1 PR I |
@ Body Size e
1-1/8
2-1/4
3-3/8 org .
e Specification
(3 Thread type
Nil - Rc(PT) Fluid Compressed Air
N - NPT i
Max. operating pressure 10bar (1.0MPa
G - G P gp ( )
. Max. supply pressure 15bar (1.5MPa)
@ Port Size
- Ambient and Media temp. -5~60T (No freezing)
I si Body size
Symbol Size 1121314686 Regulating range 0.5~8.5bar (0.05~0.85MPa)
M5 M5 | @ . . .
01 18 ® Filtration 10um (option: 2, 5, 20, 40)
02 1/4 [ ) Bowl material Poly-carbonate (option: ALDC)
03 | 3/8 ° -
04 1/2 ) Bowl Guard Material Nylon
06 | 3/4 o o - -
0 1 ° Construction Relief type
(® Accessory(Optional)
Nil - None Bracket / Manual Drain / None Gauge H
B - Bracket Precautions
D - Auto Drain
. Body (1) Set the outlet pressure range for the regulator in a range that is
bol D ) -
il escription 112131416 85% or less of the inlet pressure. If set above 85%, the inlet
D One-touch fitting type | @ | @ | @ @ | @ przs;ulretwill be easily;ffgﬁtsd by fluctu?tibcTnS in the flow rate
on Nipple(PT1/8) type - e e e and inlet pressure, anA will become unstable. A o
Df SAW200 Float type el - .- (2) To set the pressure using the knob, turn the knob in the direction
yp - - that increases pressure and lock the knob after the pressure is set.
Note) ; §ﬁw;gg~a§§osfrvevﬁ8§ta{e glfferentlal pressure type. If this is done in the direction that decreases pressure, the pressure
G - G ype. may drop from the original set pressure.
auge Turning the knob clockwise increases the outlet pressure, and
G Round type gauge turning it counterclockwise reduces the pressure.
Gs Square embedded type (3) Please contact SKP when a circuit requires the use of a regulator
Note) SAW100 is available only round type gauge. having relief sensitivity with high precision and setting accuracy.
@ Bowl () Residual pressure release (outlet pressure release) is not complete
) . by releasing the inlet pressure. To release residual pressure, select
Nil - Polycarbonate bowl with Nylon guard a model with a back flow mechanism.
IT/TSP E/(lnlyclaLbonlatg t;ovyl with SFee; gulard (5 When auto drain is used, drain piping should be both 4mm or
e etal bowl with pipe type sight glass greater in diameter and less than 1m in length.
@ Set pressure(When ordering AR & AW100) ————— Avoid installing drain piping upwards.
Nil - 0.5~8.5bar(0.05~0.85MPa) (&) When auto drain is inoperable, drain manually by pushing the
2 - 0.2~2bar(0.02~0.2MPa) one-touch fitting upward.
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STRUCTURE / PARTS
SAW200
SAW100
® @)
®
® ®
IN 1 OUT IN
@ @
© ®
®
®
©)
@
= Component Parts
No. PARTS MATERIAL
O) Body ALDC
® Cover " N66G
® Piston 2 N66G
@ Check valve Assy Brass, NBR
@ Bowl Assy 2 PC & Nylon
Diaphragm Ass’y NBR
©) Housing ALDC

Filter Regulator

SAW300, SAW400

‘o
S O

d

@ ® ©

@

Note : 1. SAW600 cover material is ALDC.

Note : 2. The SAW100 and SAW200 are a piston type. Assembly of a piston and a seal.
3. Bowl Ass'y for the SAW300 to SAW600 models comes with a bowl guard (steel band material).

= Replacement Parts

SAW600

\
o
S 0 @ ®

1

O

Part no.
No. PARTS MATERIAL
SAW100 SAW200 SAW300 SAW400 SAW600
® O-ring NBR S22 uo24 38x2 U137 U137
® Element W100-EL W200-EL W300-EL W400-EL W600-EL
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Series SAW100~600

DIMENSIONS (mm)

SAW 100

= SAW100-001(M5)00O

40 62
28 Bracket 25
0] 6.5 ‘ J (option)
<
oo Gauge o [efjUde)
L J N B2 | J
] e | | ]
IN ouT —Igh_%ﬂr
I 7
— — T B I
(. © = o
Gauge port -~ o
PT1/16 Port size | I
M5
with Auto Drain
(Differential pressure type)
Option G : Gauge B : Bracket D : Auto Drain (Differential pressure type)
.
Q
Model
\’/ ®d4mm
G25,R1/16 B120 One-touch fitting
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DIMENSIONS (mm)

Filter Regulator

SAW 200
= SAW200-002000-0
55 62
34 30
15.2 7 Bracket Square embedded
jul | (option) Gauge
- 5 5l (option) *:L*
o == <
29
—_— I% —_— ;l—
IN ouT -
~
|‘| Port size
4‘ PT 1/8 or 1/4
= Dimensions of each model with an option attached
2 ‘
+ = 5) = = = 5)
I | | | | | |
‘ =2 == ==
I | L
1 £ &) &)
| g o
S J N~ (2]
= i 1 I
Round Gauge N
(option)
Metal bow! type with Auto Drain k%)
(Differential pressure type) )
with Auto Drain
(Float type)
. Gauge Auto Drain
Option B : Bracket
@Gs : Square embedded G : Round type D : Differential pressure Df : Float type
Model %
Gs28 G40, R1/8 L=h  SAD200
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Series SAW100~600

DIMENSIONS (mm)

SAW 300~400

= SAW300-003000-0
SAW400-004(06)000-0

A I
J
E
Bracket
(option) Square embedded
Gauge ~ Port size
(option) ji
T
[ — «{ b
ouT
o

K

@) O
|_‘ =
a )
Round Gauge/ I l o{.’o
(option) I
Metal bowl type with Auto drain
Gauge
Option B : Bracket D : Auto Drain
G : Round type Gs : Square embedded type
0 S
Q %
o o
SAW300 : B320 300 : SAD300 SAW300 : G40, R1/8 Gs28
SAWA400 : B420 400 : SAD400 SAW400 : G50, R1/4
Model Port size A B C D E F G H | J K
SAW300-03 1/4, 3/8 57 220 226 228 35 13 6.5 477 72 41 105
SAW400-04 1/2 75 251 258 256 50 14.5 8.5 54 87 50 129
SAW400-06 3/4 75 256.5 | 2625 259 50 14.5 8.5 56.5 87 50 129
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DIMENSIONS (mm)

SAW 600

= SAW600-006(10)COO-0

Bracket

(option)

90
66
i
I Square embedded
Gauge
¥ (option)
oo
- | —
ouT
95

Round Gauge/

367

112,5

67,5

Filter Regulator

Port size
PT 3/4 or 1

362

369

(option)
Metal bowl type with Auto drain
Gauge
Option B : Bracket D : Auto Drain
G : Round type Gs : Square embedded type
Model é;:;}
o o
G50, R1/4 Gs28
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